
ENVIRONMENTAL RANGE

ENVI B400/B600

COMPOSITION: 
• High-tenacity polyester curtain with 

double polyurethane coating (length on 
demand). 

• Rotomolded floats integrating ballast in 
their lower part to ensure the vertical 
position of the protection curtain. 

• Product with elastic properties, giving 
it shock absorption capacity to reduce 
strain on the anchoring system. 

• Floats positioned on the downstream 
side of the boom to remain protected 
from direct impacts. The exposed side 
is smooth to avoid accumulation 
zones and facilitate the recovery of 
floating debris. 

 
Available colors:

The ENVI B400/B600 booms 
are designed to stop or divert 
floating debris carried by rivers. 
 
Ideal for protecting your 
installations (water intakes, 
fish passes, pontoons, ...) or 
stopping the spread of invasive 
plants.

CONNECTION SYSTEM 
• Defined according to the installation (see Anchoring p. 10). 
• Option to integrate fusible pins (dimensioned on request). 
 
IMPLEMENTATION 
• Does not require significant handling equipment. 
• Assembly time (indicative): 20 to 30 meters/day with two people. 
• Floats are delivered separately from the curtain (assembly guide provided upon delivery). 
• A mounting template is provided for assembling the floats. 
 
MAINTENANCE  
• None, except for checking the absence of blockage in the tidal adjustment system. 
• In case of tearing, the curtain can be locally repaired with a plate system – floats can be 

replaced individually (3 bolts). 
 
SERVICES  
• Layout plan and special parts available on request. 
• Possibility to produce a specific calculation note based on the project characteristics 

and boom deformation. 
• Option to measure flow velocity (on the bank or bridge) for anchoring dimensioning.

Technical Specifications 

Dimensions 

ENVI B400 400

H 
(mm)

335

A 
(mm)

1 000

ENVI B600

ENVI B400

ENVI B600

600 450 1 000

E 
(mm)

5.0

Weight 
(kg)

8.7

Curtains  

Ep. 5 x 400

Dimensions 
(mm)

Ep. 8 x 600

3.4

Weight 
(kg)

5.0

6

Max. tension 
(T)

10
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